WISCONSIN DNR LANDS TRACT NUMBER 1-07 (Stockwell)

TIMBER SALE MAP AND PROSPECTUS . SALE NUMBER
' CONTRACTOR
CUTTING BOUNDARIES N SALE LOCATION
North: Red line Section 17 Town 23N Range 4 West
East: Red line, ‘ Township Name: Alma
Co. Hwy. F Contract
South: Co. Hwy. F Sale Size: 16 Acres Period: 2 Years
(no extensions)
West: Red line, MAP SCALE: 4 inches equal 1 mile
Field edge ' .
S
PRODUCT LISTING: ’
Est. Volume Minimum Sihe ‘Q'FEH'S 3
Species Cords MBF Bid .
Red Pine - 160 $35.50/cd —: & Qne
Mixed Hardwoods 10 $19.28/cd e TﬁMﬁach

—-‘_R‘ED l-lNE

SALE ACCESS: North on woods road (past locked gate) from Co. Hwy. F

PURPOSE OF SALE: Thin the red pine plantation to improve forest health.

DESIGNATED SPECIES TO BE CUT: Orange marked red pine, Orange marked white pine, Jack Pine, Tamarack
, White Birch, Red Maple, Oak, Aspen, Eim, Cherry.

GENERAL CUTTING REQUIREMENTS:

n [ Cut designated trees with one or more 100" sticks (pulp), or with one or more 8' 6" logs (saw).
2. Minimum top diameters are as follows:
Conifer pulp - 4 inches Hardwood pulp - 5 inches
3. The following non-merchantable trees must be cut down to help achieve the purpose of the sale:
None
4, " All stumps shall be no higher than the stump diameter, or 10 inches, whichever is less.
5 Do not cut or knock down any dead trees.

SPECIAL OPERATING REQUIREMENTS: The tract can be cut on frozen ground. ONLY. Wood from the previous
winter's cutting must be hauled by June 1. Do not cut trees marked with red "X"s. The weight conversion for red
pine is 4500 Ibs./cd. Add jack pine & orange marked white pine to the red pine for scaling & payment; add oak,
aspen, elm & cherry to the mixed hardwoods for scaling and payment. Pull slash and tops back into the sale area
from red lines and county highway rights-of-way. The tamarack area is wetter than the red pine area. Prior to

cutting, the logger will need to contact Mike Hemp (Jackson Co. Hwy. Commissioner) @715-284-0233 to get a
driveway permit.

EQUIPMENT RESTRICTIONS:
The DNR can restrict the type of equipment used on the job if conditions or damage warrant.
Road and landing locations must be approved by the DNR.

Notify the DNR before you start the job, and each time you leave or return to the job.
Check your contract for other requirements.

Do not damage any survey corners, witness trees, or witness markers.
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